


R-410A R-134A R-22 R-404A MAX MIN MAX MIN MAX MIN MAX MIN

+40°F 32.00 3.70 28.80 3.57 59.00 5.80 55.00 5.80

3642 V 8-5/8 20 44 34 31.3 30.9 27.2 * +20°F 21.00 3.20 18.90 3.09 41.00 5.20 39.00 5.20

0°F 14.00 2.60 12.60 2.51 27.00 4.30 26.00 4.30

-20°F 8.00 2.10 7.20 2.03 18.00 3.70 16.00 3.70

-40°F 5.00 1.70 4.50 1.64 12.00 2.70 10.00 2.70

+40°F 50.00 5.90 45.00 5.70 90.00 9.50 85.00 5.80

3643 V 10-3/4 20 57 55.8 51.4 50.7 44.7 * +20°F 33.00 5.20 29.70 5.02 62.00 8.40 60.00 5.20

3847 H 8-5/8 24 48 49.1 45.2 44.6 39.3 * 0°F 22.00 4.20 19.80 4.06 42.00 7.00 40.00 4.30

APPLICATION DATA FOR
A.S.M.E. SUCTION ACCUMULATORS (450 P.S.I.)

2-5/8}{
{}2-1/8

R-404A

MAXIMUM REFRIGERANT HOLDING 
CAPACITY (LBS.)

W
EI

G
H

T

LE
N

G
TH

 #

D
IA

M
ET

ER
 

(IN
CH

ES
)

† RECOMMENDED TONS OF REFRIGERATION

REFRIGERANT

R-410A R-134A R-22
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3847 H 8-5/8 24 48 49.1 45.2 44.6 39.3 * 0°F 22.00 4.20 19.80 4.06 42.00 7.00 40.00 4.30

-20°F 13.00 3.40 11.70 3.28 28.00 6.00 25.00 3.70

-40°F 8.00 2.80 7.20 2.70 18.00 4.20 15.00 2.70

+40°F 136.50 15.70 63.0 9.66 130.0 15.0 125.0 15.00

3644 V 10-3/4 26 75 64.6 72.7 72.5 63.9 * +20°F 94.50 13.60 48.60 8.40 90.00 13.0 90.0 13.00

3846 H 10-3/4 24 63 62.8 71.3 70.4 62 * 0°F 63.00 11.50 33.30 6.57 60.00 11.00 60.00 11.00

-20°F 42.00 9.76 20.70 5.89 40.00 9.30 40.00 9.30

-40°F 29.40 7.87 11.70 4.64 28.00 7.50 25.00 4.50

Suction Accumulators larger than 6" diameter are made to ASME code (Shielded arc welded contruction)

† Maximum recommended tons based on pressure drop through Suction Accumulator

† Minimum recommended tons based on oil return through Suction Accumulator

# ASME Length includes Nipples
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